
NOTES:
1.Voltaget Rating:250V AC ; 
2.Withstand Voltage:AC/800V;
3.Insulation Resistance:1000MΩ(DC/500V);
4.Operating Temperature: -40℃ to +85℃;
5.Insulator Material: PA66,UL94V-O.
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WF2013-2HXXW01

 2.0mm Housing J Type Dual Row

Ordering Information:
WF2013-  2  H  XX  W  01

Dual Row

Housing TYPE

No.of Pins
04~20(see table)

Colour W=WHITE 

WCON internal code
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WF2013-2HXXW01

 2.0mm Housing J Type Dual Row

2*4~2*5PIN 2*6~2*7PIN 2*8~2*9PIN 2*10~2*11PIN

2*15~2*20PIN2*12~2*14PIN
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WF2013-2HXXW01

 2.0mm Housing J Type Dual Row

Top entry type（+WF2013-2WSHXXTT1）Side entry type（+WF2013-2WRHXXTT1）

SMT type（+WF2013-2WMXXER1）

CKTS DIM.A

2*4PIN 10.00

2*5PIN 12.00

2*6PIN 14.00

2*7PIN 16.00

2*8PIN 18.00

2*9PIN 20.00

2*10PIN 22.00

2*11PIN 24.00

2*12PIN 26.00

PART NO.

WF2013-2H04W01

WF2013-2H05W01

WF2013-2H06W01

WF2013-2H07W01

WF2013-2H08W01

WF2013-2H09W01

WF2013-2H10W01

WF2013-2H11W01

WF2013-2H12W01

DIM.B

6.00

8.00

10.00

12.00

14.00

16.00

18.00

20.00

22.00

Table:

CKTS DIM.A

2*17PIN

2*13PIN 28.00

2*14PIN 30.00

2*15PIN 32.00

2*16PIN 34.00

36.00

2*18PIN 38.00

2*19PIN 40.00

42.002*20PIN

PART NO.

WF2013-2H13W01

WF2013-2H17W01

WF2013-2H14W01

WF2013-2H15W01

WF2013-2H16W01

WF2013-2H18W01

WF2013-2H19W01

WF2013-2H20W01

DIM.B

24.00

28.00

26.00

30.00

34.00

32.00

38.00

36.00


